








OV?2 RING LiGHT RoTARY WORKSTAGE

HD400O VB400 VFB0OO0O HFB00 HF750 HD40O VB400 VF600 HFB00 HF750 HS750
Bench-Top Projector X X X X 8" Horizontal Travel X X
Floor-Standing Projector X X X X X 10" Horizontal Travel X
Side-mounted Projection Screen X X 12" Horizontal Travel X X X X X
Horizontal Projector X X X X X X X 16" Horizontal Travel X
Vertical Projector X X 20" Horizontal Travel X X X X
5X Magnification Lens X X X X X 4" Vertical Travel X X X
10X Magnification Lens O (0] O (0] O (@) (@) (0] O 6" Vertical Travel X X
20X Magnification Lens O (0] (@) (0] O (@) (@) (0] O 8" Vertical Travel X X X X
25X Magnification Lens O (0] O (0] O O O (0] O 2" Focus Travel X X
31.25X Magnification Lens O (0] (@) (0] (@) O (@) (0] O 3" Focus Travel X X X X
50X Magnification Lens O (0] O (0] O O O (0] O 4" Focus Travel
100X Magnification Lens O (0] (@) (0] (@) (@) (@) (0] O Single Lens Mount with quick action lens change X X
Twin Fiber Optic Surface lllumination X X X X X X X X X Dual Lens Mount with quick action lens change X
Precision Glass Graticule (0] O (0] O (0] (0] O (0] Lens Turret with three lens capacity X X
Iris Diaphragm O (0] O O O O (0] O Lens Turret with four lens capacity
Precision Rotary Vise (@) (0] (@) (@) (@) (0] O Dual Rotary Lens Condenser System for hi/low mag lenses X X X X
Vee Block on Rotary Base O (0] (@) (@) (@) (0] O Collimating _condenser with yellow/green filter and provision to mount further | X X X
Precision Rotary Work Stage with 360 degree graduated scale and vernier segment (0] O accessones.
Precision Fixed Vise, 1-1/4" Capacity o o o o o o o Optional Fully-Automatic CNC control O (0] (0] (0] (@) (@)
Helix Center Support Fixture o o X Linear Encoder (glass scale) on both X and Y axes X X X X X X X X X
Precision Centers and Vee's o o o o o o o o o Video Edge Detection (with QC300 series) (0] O O O O (0]
Glass Plate Work Holder o o o o o o o Optical Edge Detection (with QC200E or QC300E series) O (0] O O (0] O O O O
Cabinet Stand, 32" high o o o Internal Auto Edge Sensing (0] O
o lo Jo o QU Ve Camers capable of 2400 vkdes magnifoston o oo o o oo
Motorized X-Y Axis o o X X X X Color Monitor option for OV? Video Camera System with 15" LCD Monitor, (0] (6] O O O (0] (6]
Canopy and Curtains 0 fe) fo) 0 X X X X cross-hair generator and mounting arm.
Heavy-Duty Work Stage fo) fe) fe) 0 Adapter for OV2 Video Camera System (0] (0] (@) (@)
Q-Axis Digital Protractor for angular measurements X X X X X X X OV Ring Light with manual control o o o O O o o
16" Diameter Screen X X X X OV2 Ring Light for QC300 DROs O O (0] (0] (0] O O
24" biameter Screen % x & X = Standard Feature, O = Option
30" Diameter Screen X X
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